Zenith Peripheral Delivery Catheter

Specifications:

Working Length

105/115/125/135/145/155¢cm

105/115/125/135/145/155¢cm

75/90/100/105/110/115/120
125/130/135/140/145/155 cm

75/90/100/110/120/130/140cm

75/90/100/110/120/130/140cm

Tip Shape

1/

Note: The product specifications can be identified using the format: 212+ Inner diameter + Length.
For example, 212021105 refers to a 0.021" , 105cm delivery catheter; MP indicates a 45° angled tip.

CAS Product Line

Zenith Embolic Protection System

Embolic protection device:

Maximum Filter

Product Code Diameter
(mm)

Filter Length
(mm)
601019030
601119030
601032030
601132030
601019050
601119050
601032050
601132050
601019070
601119070
601032070
601132070

Delivery catheter:

Distal ID Distal OD

0.039"/1.0mm 0.047"/1.2mm

Recovery catheter:

0.047"/1.2mm 0.059"/1.5mm

Total Length

(cm)

Length from Rx port to head end

Recovery Catheter

Tip Shape

Angled
Straight
Angled
Straight
Angled
Straight
Angled
Straight
Angled
Straight
Angled
Straight

Length of distal tube

NMPA 20243031832 5‘

» 10 segment gradient mechanical structure

Smooth transition between soft and stiff segments ensures a
stable delivery pathway for devices

» Braided structure
Excellent kink and crush resistance with superior trackability

» Atraumatic tip
Specially processed for flexibility to minimize vessel trauma

» More specifications
Two tip shapes and multiple lengths available; selected models
equipped with dual radiopaque markers for enhanced visibility

Range of compatible

blood vessels

(mm)

Length

» Polymer coating with laser perforation process
Finer mesh for enhanced filtration efficiency.

» Centrally symmetrical design

After opening, the filter umbrella exhibits enhanced
wall apposition and ensures safe retrieval without
any risk of entanglement.

» The guidewire diameter is 0.014"

The guidewire is compatible with all types of carotid
balloon dilatation catheters and stents, offering
precise guidance for their delivery.

Zenith Carotid Stent System Upcoming

The Zenith Carotid Stent is the first domestic carotid stent to enter the Innovation Green Channel.
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Zenith Carotid Artery Balloon Dilatation Catheter

» Rapid exchange design

Easy and effective for achieving dilation.

» Hypotube push rod

Better clinical experience.

Balloon

Diameter
(mm)

2.00
2.25
250
2.75
3.00
3.25
3.50
3.75
4.00
4.50
5.00
5.5
6.00
6.50
7.00

S0

» The first single-layer microporous mixed weaving technology in China

and abroad The mesh area is only 1/30th of traditional cut stents.

» Stronger radial support with lower chronic outward force
Effectively dilate blood vessels while reducing vascular endothelial irritation.

» The entire series adopts a 5F delivery system

Stents can be delivered through 6F or larger catheters, suitable for multiple approaches
via radial or transfemoral access.

» Surface protective coating

Significantly reduces nickel ion release, enhancing corrosion resistance and
biocompatibility, leading to greater patient benefits.

NMPA 20253030129

» Tough balloon

Gradual dilatation ensures safety and effectiveness.

» Distal ultra-long hydrophilic coating

The hydrophilic coating reduces friction, aiding in accessing the lesion site.

Zenith Carotid Artery

Balloon Dilatation Catheter

» Rapid-exchange design

Simplifies operation and enhances procedural efficiency. Enables retrieval of embolic protection devices without device exchange.

» Muti-wing folding design

Facilitates smoother deflation and achieves
a smaller crossing profile after rewrapping.

Balloon

Diameter
(mm)

2.00
225
2.50
275
3.00
3.25
3.50
3.75
4.00
4.50
5.00
5.50
6.00
6.50
7.00

NMPA 20253030991

» Distal retrieval sheath design

» Higher rated burst pressure
Provides safer post-dilatation and enhances stent apposition.

Balloon Working Length (mm)

COMPANY
INTRODUCTION

Suzhou Zenith Vascular Co., Ltd. is a pioneering enterprise established in 2018, dedicated to pro-
viding innovative solutions for vascular diseases. Our mission is to become the leading provider of
vascular solutions through innovation that creates easier and more effective endovascular treat-
ments. With a strong foundation in independent R&D, we partner with top clinical experts worldwide
to develop high-quality vascular interventional products that meet diverse clinical needs. Our
mature technology platforms and in-house manufacturing system ensure consistent quality and effi-
ciency from concept to clinical use. By focusing on innovation, quality, and continuous improve-
ment, Zenith has become a trusted provider of cutting-edge solutions—empowering physicians and

Improving patient outcomes globally.

Building 6, Block B, Phase 5, BioBAY, Suzhou, China
TEL: (+86)0512-69138730
EMail: information@zenithmedtech.com

Web Adress: Zenithmedtech.com

Peripheral Interventional
Product Solutions

- SWAM innovative technology solution for peripheral thrombus aspiration
» Innovative solution for peripheral venous stenosis treatment
» Innovative solution for peripheral embolization treatment

* Innovative solution for carotid artery stenosis (CAS)

Developing Innovative Technologies
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Innovative technology solutions for peripheral thrombus aspiration Zenith Peripheral Separator NMPA 20233031688

Separator With Aspiration Catheter for MT

SWAM, an innovative technology using a separator-assisted aspiration catheter in thrombus aspiration procedures, aims to improve aspiration
efficiency and treatment safety while quickly removing thrombi.

(Embolism Removal Device for Peripheral Aspiration Catheter)

NMPA 2023303 12762S

Zenith Pro Peripheral Aspiration Catheter

» Neural catheter manufacturing technology

Fragmentation-Type Separator: Designed to address high thrombus burden. Utilizing a cutting, entangling, traction mechanism, it facilitates
rapid thrombus disruption and removal.

Excellent navigation and maneuverability.

Retrieval-Type Separator: Designed for acute embolized thrombus/emboli. Utilizing an interception, engagement, separation mechanism,
it enables controlled and safe thrombus extraction.

» Larger lumen with thinner walls for stronger aspiration

The maximal inner diameter of 0.139 inches for stronger
aspiration capability.

Product Code Push Rod Diameter (mm) Separator Diameter (mm) Length (cm)

0.36 2.0 120

521142120

521142150 0.36 2.0 150
521142210 0.36 2.0 210

» Safe and durable, easier to deliver

Soft, non-invasive tip, double-layer coil spring braiding, and a

nine-section gradient strength design. 521163120 0.41 3.0 120

521163150 0.41 3.0 150
521163210 0.41 3.0 210
521164120 0.41 4.0 120

» More choices, broader coverage

Available in 4F-12F, lengths from 50cm to 145cm, with straight
and 45° pre-shaped tips.

521164150 0.41 4.0 150

521164210 0.41 4.0 210
521185120 0.46 5.0 120
521185150 0.46 5.0 150
521185210 0.46 5.0 210
Product code PR apar cewire Working length 521216120 0.53 6.0 120
compatible
521216150 0.53 6.0 150
521216210 0.53 6.0 210
050/070/090/105/120/135/145 521217120 0.53 7.0 120
520004 NN 0.041" (1.0mm) 0.051" (1.3mm) 50/70/90/105/120/135/145¢cm 521217150 053 70 150
050MP/070MP/090MP/105MP/120MP/135MP/145MP
521217210 0.53 7.0 210
050/070/090/105/120/135/145
5F 520005 0.058" (1.4mm) 0.070" (1.7mm) <0.038" 50/70/90/105/120/135/145¢cm ; . .
050MP/070MP/090MP/105MP/120MP/135MP/145MP Zenith As PI ration Pum P JSMPA 20202141001 &é
050/070/090/105/120/135/145 ; " lized i ;
520006 BN 0.072" (1.8mm) 0.083" (2.1mm) 50/70/90/105/120/135/145¢cm Constant negative pressure, visualized aspiration,
050MP/070MP/090MP/105MP/120MP/135MP/145MP . .
and optimized structural design. '
050/070/090/105/120/135/145 _ o _ _
7F 520007 0.082" (2.0mm) 0.091" (2.3mm) <0.038" 50/70/90/105/120/135/145¢cm > Negatwe pressure asplratlng pump i Dlsposa ble Canister
050MP/070MP/090MP/105MP/120MP/135MP/145MP The continuous -95 Kpa (-28 inHg) vacuum The filter design for visualized
negative pressure output meets the demands thrombus collection.
050/070/090/105/120/135/145 of large-load thrombus removal. -L
520008 m———..,e- 0.090" (2.3mm) 0.102" (2.6mm) 50/70/90/105/120/135/145cm
050MP/070MP/090MP/105MP/120MP/135MP/145MP » Disposable connecting tube
050/070/090/105/120/135/145 1D 2.4mm ensures efficient aspiration and prevents occlusion.
OF 520009 0.100" (25mm) 0.119" (3.0mm)  <0.038" 50/70/90/105/120/135/145¢cm
050MP/070MP/090MP/105MP/120MP/135MP/145MP
‘j
050/070/090/105/120/135/145 . g . . y
520010 ———— @ 0.112" (2.84mm) 0.130" (3.3mm) 50/70/90/105/120/135/145¢cm D IS posa b | . AS pl I'atl on T u bl n g JSMPA 20202140883 @
050MP/070MP/090MP/105MP/120MP/135MP/145MP
050/070/090/105/120/135/145 .
12F 520012 0.139" (3.5mm)  0.157" (4.0mm) <0.038 50/70/90/105/120/135/145¢cm » 6.5mm ID high-efficiency anti-clog aspiration tube //' \\ —
050MP/070MP/090MP/105MP/120MP/135MP/145MP / —
P Adjustable control valve for precise flow requlation \

» Total length 293cm
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Innovative solutions for treating peripheral venous stenosis

Zenith Vascular-INNO-XMART Venous Stent System

NMPA 20233131034 .

The first nickel-titanium alloy braided venous stent approved by the NMPA.

» Effective support with balanced flexibility

Braided with 12 nickel-titanium alloy wires in a closed loop, providing stronger radial
support and unidirectional pressure resistance.

» Precise anchoring to prevent displacement

The unique "short trumpet" design allows the device to closely fit the opening of the
iliac vein.

» Easy to operate, accurate and safe in operation

The unique self-compensation mechanism of the delivery system can release the
stent in-situ by rotating the hand wheel.

» More options with wide applicability

Three different stent shapes—straight head, single flare, and double flare—meet a
variety of clinical needs.
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Stent Diameter

10mm-20mm

Model Specification

60mm-120mm

Stent Length

83cm

Model
Specification
10
11
12
13
14
16
18
20
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Innovative solutions for peripheral embolization therapy

Zenith Peripheral Fibered Detachable
Coil Occlusion System

» Brand-new mechanically detachable innovative design
with a self-expanding clamp lock ball head

One-click unlock and withdrawal to prevent accidental detachment.

*Even when pushed out of the catheter, the coil can still be withdrawn
and readjusted for optimal positioning and filling.

» High-vacuum heat treatment with advanced surface
modification - Platinum-tungsten coil

Good visualization, compatible with MRl examinations; soft coil,
ensuring both biocompatibility and effective embolization.

» Coil with fiber structure design & fiber twisting process

Faster thrombosis formation to reduce the risk of recanalization;
twisted fibers to reduce delivery resistance.

» More specifications

Available in 0.018" and 0.035" systems to match various vascular
conditions and meet different surgical embolization needs.

Coil Quter
Diameter A

NMPA 20243130744 (@)

Coil Length B

Coil Outer Diameter A/mm  Coil Length B/cm Product Code

Product Code

530202040 2 4
530202060 2 6
530203060 3 6
530203120 3 12

530204080 4 8

530204150 4 15
530205080 5 8
530205150 5 15

530206100 6 10
530206200 6 20

530208200 8 20

530210200 10 20

530210400 10 40

530210500 10 50

530212200 12 20
530212300 12 30

530214200 14 20
530214300 14 30

530214500 14 50

530218500 18 50

530220500 20 50
530222600 22 60

530403040

530404100

530405100

530406100

530406200

530408100

530408200

530408400

530410200

530410400

530412200

530412400

530415200

530415400

530418200

530418400

35-2D (Compatible for 4F/5F angiography catheters)

Coil Outer Diameter A/mm  Coil Length B/cm

3 4
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